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1 General Description 

1.1 Applicant 

LG Electronics Mobile Comm USA 

1000 Sylvan Avenue Englewood Cliffs, NJ 07632 

 

1.2 Manufacturer 

Arima Communications Corp. 

6F, No.866, Jhongjheng Rd., Jhonghe Dist., New Taipei City 23586, Taiwan 

 

1.3 Product Feature of Equipment Under Test 

Product Feature  

Equipment Smart phone 

Brand Name LG 

Model Name LG-X210g, LGX210g, X210g, LG-X210G, LGX210G, X210G 

FCC ID ZNFX210G 

EUT supports Radios application 
 

GSM/GPRS/EGPRS(DownlinkOnly)/ 
WCDMA/HSPA/HSPA+(16QAM uplink is not supported)  
WLAN 2.4GHz 802.11b/g/n HT20/HT40/ 
Bluetooth v3.0+EDR/Bluetooth v4.0 LE 

IMEI Code 
Conducted: 356238070005703 
Radiation: 356238070006248 
Conduction: 356238070006446 

HW Version 5541MB-002 

SW Version LGX210g-00-V08a-334-20-OCT-27-2015+0 
EUT Stage Production Unit 

Remark: The above EUT's information was declared by manufacturer. Please refer to the specifications 

or user's manual for more detailed description. 
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2 Test Configuration of Equipment Under Test 

The EUT has been associated with peripherals and configuration operated in a manner tended to 

maximize its emission characteristics in a typical application. Frequency range investigated: conducted 

emission (150 kHz to 30 MHz) and radiated emission (9 kHz to the 10th harmonic of the highest 

fundamental frequency or to 40 GHz, whichever is lower). For radiated measurement, pre-scanned in 

three orthogonal panels, X, Y, Z. The worst cases were recorded in this report. 

 

The final configuration from all the combinations and the worst-case data rates were investigated 

by measuring the maximum power across all the data rates and modulation modes under section 2.2. 

 

Based on the worst configuration found above, the RF power setting is set individually to meet 

FCC compliance limit for the final conducted and radiated tests shown in section 2.3. 

 

2.1 Carrier Frequency Channel 

Frequency Band Channel 
Freq. 

(MHz) 
Channel 

Freq. 

 (MHz) 

2400-2483.5 MHz 

1 2412 7 2442 

2 2417 8 2447 

3 2422 9 2452 

4 2427 10 2457 

5 2432 11 2462 

6 2437 - - 
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2.2 Pre-Scanned RF Power 

Preliminary tests were performed in different data rate and data rate associated with the highest power 

were chosen for full test shown in the following tables.  

2.4GHz 802.11b RF Output Power (dBm) 

Power vs. Channel Power vs. Data Rate 

Channel 
Frequency 

(MHz) 

Data  
Rate Channel 2Mbps 5.5Mbps 11Mbps 

1Mbps 

CH 01 2412 MHz 20.35  

CH 01 20.32  20.23  20.20  CH 06 2437 MHz 19.98  

CH 11 2462 MHz 20.19  
 

2.4GHz 802.11g RF Output Power (dBm) 

Power vs. Channel Power vs. Data Rate 

Channel 
Frequency 

(MHz) 

Data 
Rate Channel 9Mbps 12Mbps 18Mbps 24Mbps 36Mbps 48Mbps 54Mbps

6Mbps 

CH 01 2412 MHz 22.34  

CH 01 22.19 22.02 21.95 22.12 22.23  23.12 

23.34 

CH 06 2437 MHz 21.92  22.92 

CH 11 2462 MHz 22.19  23.07 
 

2.4GHz 802.11n HT20 RF Output Power (dBm) 

Power vs. Channel Power vs. MCS Index 

Channel 
Frequency 

(MHz) 

MCS 
Index Channel MCS1 MCS2 MCS3 MCS4 MCS5 MCS6 MCS7
MCS0 

CH 01 2412 MHz 21.85  

CH 01 21.68 21.78 21.81 21.73 22.48  22.60 

22.74 

CH 06 2437 MHz 21.61  22.25 

CH 11 2462 MHz 21.66  22.55 
  

2.4GHz 802.11n HT40 RF Output Power (dBm) 

Power vs. Channel Power vs. MCS Index 

Channel 
Frequency 

(MHz) 

MCS 
Index Channel MCS1 MCS2 MCS3 MCS4 MCS5 MCS6 MCS7
MCS0 

CH 03 2422 MHz 22.51  

CH 01 21.92 21.83 21.62 21.77 22.25  21.96 

22.63 

CH 06 2437 MHz 22.32  22.44 

CH 09 2452 MHz 22.45  22.47 
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2.3 Test Mode 

Final test mode of conducted test items and radiated spurious emissions are considering the 

modulation and worse data rates from the power table described in section 2.2. 

<2.4GHz> 

Modulation Data Rate 

802.11b 1 Mbps 

802.11g 54 Mbps 

802.11n HT20 MCS7 

802.11n HT40 MCS7 

 

Test Cases 

AC 

Conducted 

Emission 

Mode 1 : GSM850 Idle + Bluetooth Link + WLAN Link + Earphone + USB Cable 

(Charging from Adapter)  

Remark: For Radiated Test Cases, The tests were performance with Adapter, Earphone, and USB Cable.
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2.4 Connection Diagram of Test System 

<WLAN 802.11g Tx Mode> 

 

 

<WLAN 802.11b/n HT20/40 Tx Mode> 
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<AC Conducted Emission Mode> 
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2.5 Support Unit used in test configuration and system 

Item Equipment Trade Name Model Name FCC ID Data Cable Power Cord 

1.  System Simulator Anritsu MT8820C FCC DoC Shielded, 1.5 m N/A 

2.  
Bluetooth 
Earphone 

Nokia BH-102 PYAHS-107W N/A N/A 

3.  WLAN AP LINKSYS WRT600N Q87-WRT600NV11 N/A Shielded, 1.8 m 

4.  Notebook Lenovo G480 N/A N/A 

AC I/P: 

Unshielded, 1.8 m

DC O/P: 

Shielded, 1.8 m 

 

2.6 EUT Operation Test Setup 

For WLAN function, the engineering test program was provided and enabled to make EUT continuous 

transmit/receive. 

 

For AC power line conducted emissions, the EUT was set to connect with the WLAN AP under large 

package sizes transmission. 
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2.7 Measurement Results Explanation Example 

For all conducted test items:  

 

The offset level is set in the spectrum analyzer to compensate the RF cable loss and attenuator factor 

between EUT conducted output port and spectrum analyzer. With the offset compensation, the 

spectrum analyzer reading level is exactly the EUT RF output level. 

 

Example :  

The spectrum analyzer offset is derived from RF cable loss. 

Offset = RF cable loss.  

Following shows an offset computation example with cable loss 5.5 dB. 

  

Offset(dB) = RF cable loss(dB). 

= 5.5 (dB) 
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3 Test Result 

3.1 6dB Bandwidth Measurement 

3.1.1 Limit of 6dB Bandwidth 

The minimum 6 dB bandwidth shall be at least 500 kHz. 

 

3.1.2 Measuring Instruments 

The measuring equipment is listed in the section 4 of this test report. 

 

3.1.3 Test Procedures 

1. The testing follows FCC KDB Publication No. 558074 DTS D01 Meas. Guidance v03r03. 

2. The RF output of EUT was connected to the spectrum analyzer by RF cable and attenuator. The 

path loss was compensated to the results for each measurement. 

3. Set to the maximum power setting and enable the EUT transmit continuously. 

4. Make the measurement with the spectrum analyzer's resolution bandwidth (RBW) = 100 kHz. 

Set the Video bandwidth (VBW) = 300 kHz. In order to make an accurate measurement. The 6 

dB bandwidth must be greater than 500 kHz. 

5. Measure and record the results in the test report. 

 

3.1.4 Test Setup 
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3.1.5 Test Result of 6dB Bandwidth 

Please refer to Appendix A of this test report. 

 

Minimum 6dB Bandwidth 
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3.2 Output Power Measurement 

3.2.1 Limit of Output Power 

For systems using digital modulation in the 2400-2483.5MHz, the limit for peak output power is 

30dBm. If transmitting Antenna of directional gain greater than 6dBi are used the peak output power 

from the intentional radiator shall be reduced below the above stated value by the amount in dB that 

the directional gain of the Antenna exceeds 6 dBi. In case of point-to-point operation, the limit has to 

be reduced by 1dB for every 3dB that the directional gain of the Antenna exceeds 6dBi. 

 

3.2.2 Measuring Instruments 

The measuring equipment is listed in the section 4 of this test report. 

 

3.2.3 Test Procedures 

1. The testing follows the Measurement Procedure of FCC KDB No. 558074 DTS D01 Meas. 

Guidance v03r03 section 9.1.2 PKPM1 Peak power meter method. 

2. The RF output of EUT was connected to the power meter by RF cable and attenuator. The path 

loss was compensated to the results for each measurement. 

3. Set to the maximum power setting and enable the EUT transmit continuously. 

4. Measure the conducted output power and record the results in the test report. 

 

3.2.4 Test Setup 

 

 






















































































































































































